
HINGED DOOR CASES 

POLE OR WALL MOUNTING 

DOOR FASTENING 
 
Two M6 x 40mm screws are provided for securing 
the door. To prevent these being misplaced or lost 
when the door is opened we have also provided two 
M6 half-nuts to hold the screws captive in the door 
frame. When fitting the nuts they must be positioned 
as shown in the diagram opposite in order that: 
 
1. They allow clearance for the screws when the 

door is being opened/closed (screws to be held 
fully out with the nuts serving as ‘stops’). 

 
2. They allow the secure fastening of the door 

(nuts not encroaching on the engageable 
screw thread). 

View from rear of door frame 

FITTING OF CLEAR FRONT PANEL 
 
The ledge in the diagram above (arrowed) continues around the whole door frame. The clear front 
panel will be ‘sprung’ into position to fit behind both side ledges and behind the ledge across the  bot-
tom (but not behind the top ledge). 
 
The panel should be fitted from the rear of the door frame as follows:- 
 
1. Remove the protective film from both sides of the panel. 
2. Lay the panel between the top and bottom ledges (but under neither) and push it fully under the 

ledge on the side where the screws will be fastened. 
3. ‘Bow’ the panel towards you (down its length) and ease it under the opposite ledge (hinges side) 
4. The panel will drop behind the bottom ledge if/when the case is upright. 

screw on half-nut 
to within 0 - 5mm 
of this ledge 

ASSEMBLY INSTRUCTIONS 

Our cases can be manufactured for either pole mounting or wall mounting. The cases in this 
consignment are for .... 
 
 POLE MOUNTING 
 WALL MOUNTING 
 
Fasten the cases to pole brackets or to the wall via the internal holes. 
 
HINGES LEFT SIDE OR RIGHT SIDE 
 
All cases have a side-opening door with hinges on the left side unless otherwise requested. 
The hinges on these cases are on the .... 
 
 LEFT SIDE 
 RIGHT SIDE 
 
You will notice there is a drainage hole on the underside of each door frame. 
 


